X2[/X4 Series
POWER AMPLIFIER

2/4-channel power amplifier

1U height 9" depth standard chassis, compact size, light and compact;

Class D power amplifier module with fixed switching frequency, soft switching LLC resonant switching power supply module;

Active power factor correction technology (PFC), which can work stably in the range of full voltage (90 - 264V);

Efficient speaker back electromotive force absorption system, unique peak clipping limiter and ripple elimination network;

X2-1000

8Q(stereo) 1000Wx2
4Q(stereo) 1600Wx2
20(stereo) 2550Wx2
80Q(bridge) 3200Wx1
Frequency response

THD

SNR

Damping factor

Separation

Conversion speed

Input sensitivity

Inputresistance

Output category

Cooling system

Input connection

Outputconnection

Product size (H*W*D)

Package size(H*W*D)

N.W 7.2Kg
Gross weight 9.3Kg
power supply

63

X2-1800 X2-2800
1800Wx2 2800Wx2
2900Wx2 4500Wx2
4650Wx2 5500Wx2
5800Wx1 9000Wx1
20Hz-20KHz:+0.5dB
<0.05%
>106dB
>600
>70dB
>30V/US
1V,1.44V,2V
20KQ/10KQ
ClassD
Draught

XLR male + XLR female

Four-core speaker square seat

50x483x343mm
85x566x516Mmm
7.9kg 8.8Kg
10Kg 10.9Kg
AC100V-240V 50/60Hz

X4-1000 X4-1500
1000Wx4 1500Wx4
1600Wx4 2300Wx4
/ /
3200Wx2 4600Wx2
XLR female
50x483x436mm
7.8Kg 10.5Kg
9.9Kg 12.6Kg
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