
Advanced design & 
Coverage

Precision Audio 
Processing

Plug-and-Play 
Simplicity

The system is built to deliver a broad 
frequency response of 40Hz–20kHz, 
providing a seamless blend of deep 
bass, rich mids, and refined highs.

CL605 MAX features a multi-driver 
design, delivering smooth, high-fidelity 
sound with broad, directional coverage 
and minimal distortion. Paired with its 
active subwoofer CL215SuB MAX, it 
provides deep, punchy bass for a full-
range audio experience.

The system features a powerful DSP 
processor with FIR filtering, offering 
precise control over gain, crossover, 
equal izat ion,  delay,  l imit ing,  and 
custom tuning. This enables flexible 
configurations for various venues while 
ensuring superior audio quality with 
minimal distortion and high sound 
pressure levels.

The CL MAX series offers effortless 
setup with its modular design, allowing 
installation in under 3 minutes. Whether 
for live events, multi-purpose spaces, 
or luxury venues, it ensures quick 
deployment and seamless integration.

Redefining professional audio, the 
CL MAX delivers exceptional fidelity, 
intuitive controls, and a rugged build.

The CL MAX series by CAF Audio is a professional sound reinforcement solution designed 
for high-end venues and applications. By combining the advantages of line array technology 
with plug-and-play simplicity, the system delivers exceptional performance across various 
settings, including live events, multi-purpose halls, and luxury hospitality environments.
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CL
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 drivers
Subwoofer  2x15" neodymium

LF  4x6.5" neodymium          MF  1×6.5" neodymium
HF  2×4.6" ribbon tweeter

Frequency Response (-6dB) 40Hz~20kHz

dispersion (-6dB) Hor.120°× Vert.60° (50/-10°)

max SPL
Subwoofer 132dB (continuous)/138dB (peak) 

LF 127dB (continuous)/133dB (peak) 
MHF 128dB (continuous)/134dB (peak)

Power (AES standards) Subwoofer 1000W / LF 500W / MHF 200W

Amplifier Circuitry Class D

Amplifier Total Qutput Power (at 4Ω) 3000W

dSP Sampling Rate 96kHz/24-bit

dSP Input Channels 2 in 3 out

AC Power Operating Range  AC220~240V, 50Hz/60Hz

THd ≤0.05%

Input/Output Connectors XLR-F/M

dimensions ( HxWxd )
Subwoofer 886 x 439 x 465 mm   

LF 787 x 186 x 180 mm   
HF 654 x 186 x 180 mm

net weight 64.6 kg
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Applications

CL605H MAX

CL605L MAX

CL215SUB MAX


